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The climax of more than 50 years 
of outstanding Suzuki engineering, 
this superb rotary-engined motor- 
cycle is setting new standards in 
smooth performance and tireless 
touring comfort. From the rev- ,=~ 
olutionary power unit to the ; 
meticulous design and work- | a! I. 
manship, a machine that pio. 4) “‘\ 
neers tomorrow’s motorcycling “= 
for today’s perfectionists. 


~~ | Developed exclusively by 

* | Suzuki under technical 
license from NSU/Wankel, 
the RE-5 engine creates 
rotary motion directly, by 
means of a triangular rotary 
piston, The results—greater 
efficiency, minimal vibration, 
and fantastic smoothness! 
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ICENSED BY NSU/WANKEL SUZUKI MOTOR CO.,LTD. 
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Printed in Japan 


A Superb Start to 
The New Age in Motorcycling! 


Rotary Engine tachometer, trip meter, odometer, 


Exciting, Comfortable Design | Es SPECIFICATIONS 


Specially developed for motorcycle etc. An electronic digital gear Design is both dynamic and practical, Model: RE-5 

use, the rotary engine features three | indicator prevents gear shift errors. highlighting the rotary theme Gveralltangtht «<add 220 men) 

peripheral ports for flexible combined with general streamlining. Overall width ..... 34.2in | 870 mm) 

performance throughout the speed Long wheelbase for extra stability. | Overall height ..... 46.1 in (1,170 mm) 
| range, two-barrel,two-stage carburetor aati — : g Wheelbase ........ 59.1 in (1,500 mm) 
| with automatic vacuum cut-in, ie oe 30 | Ground clearance... 6.7 in { 170mm) 

capacitor-discharge ignition (CDI) ee i Dry weight........ 507 Ibs (230 kg) 

system, and composite * soon Engine type....... NSU/Wankel type 

electro-chemical materials (CEM) aa Sea ase et a Petar Cambueren 
| . 1 . * s a va 8 ‘ engine 

plating of the rotor housing for heheconieisen 4 

extreme durability. OVATE Y as pcre es single chamber 


497 ce (30.3 cu-in) 
Compression ratio . 9.4 


Ete wee, | Twin Shell Exhausts 
‘ i The two RE-5 exhaust pipes are of 


Unique twin shell construction. Carburetor ........ 18-32 HHD 
Fresh air is sucked in at the front Ignition system.... C.D.1. 
of the outer shell to cool exhaust Maximum output... 62.0 Hp at 6,500 rpm 
gases, and is mixed with them before mer (SAE, NET) 
f;, | the muffler tip at the end. This peepee Se 2 oe 
fe ey pam contributes greatly £9 Maximum speed... 110-1 15 mph 
w/ | reducing the overall noise level. (176-184 khp) 
at j _— —— Acceleration ...».. 13.2 sec. SS 1/4 mile 
| Long, thin gas tank, and large, low Transmission ...... 5-speed, constant 
seat for long-distance riding comfort. mesh 
| Dual Water/Oil Cooling Handlebar location 10s ese oeremeere Wet multi-plate type 
| Water circulates from the main calculated for ideal riding Q Starter system..... Electric and kick 
radiator past the ignition side of position. All in all, this ia (Option) 
Brakes: front...... Right-hand operated, 


bike must have among 
| the most carefully 
thought-out overall 
| handling characteristics 
ever! 


the roter housing, and returns via 

the inlet side, for both cooling and 
differential temperature equalization. 
| The engine interior is cooled and 
lubricated by oil from a second 
radiator located below the water 
radiator. 


hydraulic caliper 
double discs 
rear....... Right-foot operated, 
internal expanding 
Suspension: front . Telescopic fork with 
hydraulic damper 
rear .. Swinging arm with 
hydraulic damper 
5-way adjustable 


Tires: front ..... .. 3.25H19-4PR 
rear ........ 4.00H18-4PR 
Fuel tank capacity . 4.5/3.7 US/Imp gal 
(17 liter) 


Specifications are subject to change 
without notice, 
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Instrument Panel 

The compact, easy-to-read RE-5 
instrument panel provides a full 
complement of electrical check lights 
|} in addition to standard speedometer, 
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Hamamatsu, Japan 


